
 

 

 
 

 
“Willys Jeep Military Style Door Restraint Straps”  

 
Installation Guide 1 

 
These door restraint straps are available on eBay from bozwell13. 

 

1 Copyright Notice:  This is the obligatory legalese.  This tutorial is copyright © March 2010 by Smittys Willys, Inc. 
Any reproduction other than it’s intended use and/or distribution of this work in any form whatsoever must have the express written 
approval of the author.   



 

 

 
 
 
 
Your order should arrive with two 
straps and the installation hardware 
pictured in Figure 1 (only one strap 
shown). 
 
 
 
 
 
 
 
 
STEP ONE 
 
You will have to cut the strap as shown 
in Figure 2.  I used a pair of large tin 
snips. 
 
 
 
 
 
 
 
 
 
STEP TWO 
 
Remove all of the hardware on the 
strap.  Next reinstall two tensioning 
buckles and the clip as shown in 
Figure 3. 
 
 
 



 

 

 
STEP THREE 
 
Install the eye hooks on the Jeep.  For my application I used the existing holes on the 
body rail and dash, Figures 4 and 5.  An alternate location is shown at the end of these 
instructions.  You may have to use a drill for the correct hole size. 

 

  
 
 
 
STEP FOUR 
 
Clip the strap to the front eye hook 
and thread it through the buckles as 
shown in Figure 6.  Adjust for proper 
length.  You end up with a double 
layer of webbing. 
 
 
 
 
 
STEP FIVE 
 
Thread the strap through the rear eye 
hook.  Secure the strap end through 
the end buckle and tuck it in as shown 
in Figure 7.  You should end up with 
the restraint strap shown in Figure 8.  
Repeat for the drivers side.  I did not 
trim the end of the strap, it’s hanging 
down on the inside of the Jeep. 
 
 
 



 

 

 

 
 
 
ALTERNATE LOCATION (requires drilling) 
 

    
 
 


